
New issue information: 

The following two new publications are available at the JSSI office, Kinokuniya Bookstore, and 

amazon.co.jp. 

 

1.  Maintenance Standards for Seismically Isolated Buildings 

 

 

 

 

 

 

 

 

 

The maintenance standards for seismically isolated buildings show the basics of maintenance, 

management items, how to determine management values, and the concept of judgment standards.  

In addition, it provides guidelines for the maintenance of seismic buildings that building owners, 

building managers, construction managers, and inspection engineers need to perform. 

The performance of seismic isolation systems and related components would be significantly effected 

on the security of seismically isolated buildings, so inspection engineers should carry steadily the 

inspection for maintenance of seismic isolation devices and related components. 
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The construction method of the seismic isolation structure is steadily progressing through repeated 

trial and error. 

The JSSI Technical Committee / Construction Subcommittee has been regularly revising the " JSSI 

Construction Procedure Standards for Seismic Isolation Structures " since 2001 (first edition) with the 

aim of ensuring the construction quality of seismic isolation structures. 

The 2011 off the Pacific coast of Tohoku Earthquake struck on March 11, 2011,  

and many seismic isolated buildings were subjected to long-period and long-duration seismic motion,  

but all seismic isolated buildings have been demonstrated good seismic isolation performance, and 

their structural safeties have been confirmed again. 

JSSI would like the designers as well as the builders who handle seismic isolation works to reaffirm 

the problems and procedures of the work. 
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